
POSTPRINTING

Forno a passaggio con pannelli 
radianti IR

FT Radiant

Pass-through dryer with 
IR panels
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Scan the QR code and  
watch the product 
page of FT IR

Technical Specifications
Tunnel width: 500 - 700 - 1200 mm  
Tunnel lenght: 3000 - 4000mm
Usable tunnel height: 100mm
Adjustable radiant panels height
Power supply: 400-230V 27 Kw
Belt speed and temperature adjustable from 
touch screen panel

Specifiche tecniche
Larghezza tunnel: 500 - 700 - 1200 mm 
Lunghezza tunnel: 3000 - 4000mm
Altezza utile tunnel: 100mm
Altezza pannelli radianti regolabile
Alimentazione: 400-230V 27 Kw
Velocità tappeto e temperatura regolabili da 
pannello touch
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FT Radiant è un forno elettrico a tappeto per 
l’asciugatura, ideale per stampe digitali e 
serigrafiche.

Il tunnel è riscaldato a mezzo di pannelli radianti 
elettrici e le coperture coibentate con isolante 
termico riducono gli sprechi ed i consumi.
 
Il forno è provvisto di un pannello di controllo 
touch screen  per l’impostazione di tutti i parametri 
di funzionamento inclusa la temperatura e 
la velocità del tappeto, mentre l’altezza dei 
pannelli è facilmente regolabile tramite l’apposita 
manopola.

L’apertura regolabile su entrambi i lati consente 
di ridurre la fuoriuscita di calore, contribuendo ad 
abbattere i consumi del forno.

Il forno è dotato di ruote per un facile spostamento 
ed è compatibile con lo standard Industria 4.0.

FT Radiant is an electric dryer with conveyor belt 
ideal for digital and screen prints.

The tunnel is heated by means of radiant panes 
and the insulated covers with thermal insulation 
reduce waste and consumption.

The dryer is provided with a user friendly touch 
screen control panel for setting the working 
parameters including dryer temperature and belt 
speed, while the radiant panels height is easily 
adjustable with the dedicated knob.

The adjustable opening on both sides allows 
to reduce heat loss, helping to reduce the 
consumption of the oven.

The dryer is equipped with wheels for easy 
movement and it’s compatible with Industr y 4.0 
standard.


